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Form follows function. That has
been the principle of USM Modular
Furniture since its inception over
40 years ago. In 1960 Paul Schaerer
(Graduate in Engineering and
grandson of USM founder Ulrich
Schaerer) met the Swiss Architect
Fritz Haller for the construction
project of the new USM factory 
buildings and office pavilion. Paul
Schaerer discovered in the young
architect an ability to ful fill his
requirements for a flexible factory
building with the vision of a uni-
que, steel modular cons truction
system. In collaboration with 
Fritz Haller, the new USM factory
buildings and office pa vilion were
planned and realized in Muen -
singen, Switzerland. Then in 1963
Paul Schaerer and Fritz Haller
began creating a furniture system
for the new USM office pavilion.
The result was a flexible product
line that would adapt to the
 growing business and spatial
demands of the company. 

Today, USM Haller can be found 
in offices and homes around 
the world – and has been acquired
for the permanent design collec -
tion of The Museum of Modern
Art in New York. Fritz Haller later
be came a Professor of Architec -
tu re at a university in Germany,
and has been honored many times
and awarded with an honorary
doctorate degree.

Over the years, USM has extended
its product lines to include; USM
Kitos and USM Display all based
on the original concept of an open
system and the ability to respond
to changing requirements. With
nearly infinite possibilities for
modification, USM furniture can
meet the needs of the individual
user for now and years to come.

USM’s state-of-the-art produc-
tion technologies guarantee the
strength and durability of each
component. To this day, final
assembly is always completed 
by hand, ensuring exceptional
attention to detail and quality.
Longevity plays a central role in
the entire manufacturing pro -
cesses proven by the timeless
character and reverse com -
 patibility of the USM Modular
Furniture system. 

Today, with 380 employees and
sales partners in over 30 countr ie s,
USM continues to grow. The
Swiss-based, 4th generation family
owned company has  achieved 
a truly global presence. Thanks 
to high-quality materials, timeless
design and modular construc tion,
USM Modular Fur niture is revered
as a modern design classic.

More information at
www.usm.com, 
chapter “Company” 



5

Form and function are evident in the smallest detail.
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Piece by piece, a design concept takes shape.
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Uniformity structures the space in a room – everything else is flexible.
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Countless possibilities enrich daily life – pieces can be configured in any direction.



1716



19

Transparency determines the moment. Spirit grows out of habit.
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Distance changes perception. The form’s integrity remains constant. 
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Flexibility replaces defined functions – variety opens new perspectives. 



USM allows room for change. Detailed product information
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USM Haller
System

The basic construction element of
USM Modular Furniture Haller 
is a chrome-plated brass ball joint.
Chromed steel tubes connect to
the ball to form a stable framework
in which the powder-coated metal
panels (available in 11 colors) and
internal organiza tional elements
are mounted. 

Each unit is customized from the
standard components to satisfy
the individual user’s requirements.
The system is flexible and adap -
table to conform to new and 
chan ging needs in the home or
office environment. 

Minimalist design with maximum
function has made USM Haller 
a true modern classic, still time-
 less more than 40 years after 
it was first introduced. While its
basic principles and aesthetics
have not changed, accessories 
are updated continuously to meet
current needs and technological
advancements, always with the
same goal: form and function
based on high quality materials
and construction precision.

The USM Inos (internal organi -
zational system) can be used 
in combination with all USM pro-
duct lines to further customize 
the compartments for optimal 
efficiency. 
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USM Haller
Measurements

The standard tube widths, 
depths and heights are shown.
The standard panels are 
shaded and doors marked.
All measurements in mm refer 
to the distance between axes.
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USM Haller 
Components

1 Metal panel
Available in various sizes 
and 11 standard colors. 
Details see pages 34 and 67.

2 Perforated metal panel

W: 750 / H: 500
W: 500 / H: 500

W: 750 / H: 350
W: 500 / H: 350
W: 395 / H: 350
W: 350 / H: 350

W: 750 / H: 250
W: 500 / H: 250
W: 350 / H: 250

3 Acoustic panel
Perforated metal panel lined
with sound-absorbing fabric.

W: 750 / H: 500
W: 500 / H: 500

W: 750 / H: 350
W: 500 / H: 350
W: 395 / H: 350
W: 350 / H: 350

W: 750 / H: 250
W: 500 / H: 250
W: 350 / H: 250

4 Glass Panel
Details see page 42.

5 Countertop inset panel 
Available in lacquered glass
in 11 standard colors, 
pearl grey and dark grey 
plastic laminate.

W: 750 / H: 500
W: 750 / H: 350 

W: 500 / H: 500
W: 500 / H: 350

W: 350 / H: 350

6 Metal drop down door
Handle available with or 
without lock.

W: 750 / H: 395
W: 500 / H: 395

W: 750 / H: 350
W: 500 / H: 350
W: 395 / H: 350
W: 350 / H: 350

W: 750 / H: 250
W: 500 / H: 250

For depths 350 and 500

Available also as acoustic 
drop down door, lined with
sound-absorbing fabric. 

W: 750 / H: 350
W: 500 / H: 350
W: 395 / H: 350

W: 750 / H: 250

7 Metal flip up door
Handle available with or 
without lock.

W: 750 / H: 350 
W: 500 / H: 350

For depths 350 and 500

Available also as acoustic 
flip up door, lined with 
sound-absorbing fabric. 

W: 750 / H: 350
W: 500 / H: 350

8 Metal extension door
Handle available with or 
without lock.

W: 750 / H: 395
W: 500 / H: 395

W: 750 / H: 350
W: 500 / H: 350
W: 395 / H: 350
W: 350 / H: 350

W: 750 / H: 250
W: 500 / H: 250

For depths 350 and 500

Available also as acoustic 
extension door, lined with
sound-absorbing fabric. 

W: 750 / H: 350
W: 500 / H: 350

W: 750 / H: 250

9 Glass door 
Handle available with or 
without lock. Hinges in black 
or chrome finish.
Details see page 42.
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USM Haller 
Components

1 Metal divider shelf
Height adjustable.

W: 750 / D: 500
W: 750 / D: 350
W: 750 / D: 250

W: 500 / D: 500
W: 500 / D: 350

2 Glass divider shelf
Height adjustable. Mounts 
to metal side panels only. 
Details see page 42.

3 Metal angled shelf
Lifts up for additional storage
space behind.

W: 750 / H: 350
W: 500 / H: 350

4 Metal extension shelf
Pulls out with telescopic
mechanism.

W: 750 / D: 500
W: 750 / D: 350

W: 500 / D: 500
W: 500 / D: 350

W: 395 / D: 500
W: 395 / D: 350

5 Extension filing set
Pulls out with telescopic
mechanism. Available with 
or without front panels. 
Hanging file inserts available 
in three heights.

W: 750 / D: 500
W: 395 / D: 500

6 Small drawer 
Available with or without lock.

W: 395 / D: 500 / H: min. 100

7 Drawer A6
Available with or without lock.

W: 395 / D: 500 / H: min. 175

8 Drawer A5
Available with or without lock.

W: 395 / D: 500 / H: min. 250

9 Drawer A4
Available with or without lock.

W: 395 / D: 500 / H: min. 350
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USM Haller 
Accessories 

1 USM Inos organizing 
drawer set 
Available in graphite black 
or light gray. Freestanding 
or inserted on an extension 
shelf or in drawers.

2 USM Inos CD tray 
Available in graphite black or
light gray. Freestanding or 
inserted on an extension shelf
or in drawers.

Inserts for 23 CDs 
D: 500 

Inserts for 14 CDs 
D: 350

3 USM Inos DVD tray 
Available in graphite black or
light gray. Freestanding or
 inserted on an extension shelf.

Inserts for 16 DVDs 
D: 500 

Inserts for 9 DVDs 
D: 350

4 USM Inos card-box set
Available in graphite black or
light gray. Freestanding or 
inserted on an extension shelf
or in drawers. 

For drawers A5 or A6 
D: 500 

For drawers A4, A5 or A6  
D: 350

5 USM Inos angled file trays
Available in graphite black or
light gray. Inserted on an exten-
sion shelf or in drawers A6.

W: 750 / D: 500
W: 395 / D: 500 

W: 750 / D: 350

6 USM hanging file 
baskets
Inserted on an extension shelf.
Letter and legal size filing
 available.

W: 750 / D: 500
W: 750 / D: 350

7 USM metal box insert 
Four-part box inserted in 
the extension shelves and
exten sion doors. Available 
with one or two dividers. 
In graphite black or light gray. 

W: 750 / D: 500 
W: 500 / D: 500

W: 750 / D: 350
W: 500 / D: 350

Door heights 250 and 350

8 USM Inos box set C4
Available in graphite black 
or light gray. Freestanding 
or inserted on a shelf.

5 drawer box set open 
or closed front.

10 drawer box set open 
or closed front.

9 USM book-ends 
Metal magnetic book-ends 
in graphite black and light gray 
or metal rail mounted to side
panels with adjustable book-
end frames.

10 Perforated metal waste 
basket
Available in graphite black 
and light gray.

Ø: 302 / H: 400

Available with a black plastic
divider for recyclables.
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USM Haller
Glass

1 Glass panel

W: 750 / H: 500
W: 500 / H: 500
W: 395 / H: 500

W: 750 / H: 350
W: 500 / H: 350
W: 395 / H: 350
W: 350 / H: 350

W: 750 / H: 250
W: 500 / H: 250
W: 395 / H: 250
W: 350 / H: 250
W: 250 / H: 250

2 Glass divider shelf
Height adjustable. Mounts 
to metal side panels only. 

W: 750 / D: 500
W: 500 / D: 500
W: 395 / D: 500

W: 750 / D: 350
W: 500 / D: 350
W: 395 / D: 350
W: 350 / D: 350

W: 750 / D: 250
W: 500 / D: 250

3 Lighting
2 watt LED bulbs. 
Up to 15 bulbs per transformer.
Available in black or chrome
finish.

W: 500
W: 350
W: 250

4 Glass doors
Handle with or without lock.
Hinges available in black 
or chrome.

W: 750 / H: 500
W: 500 / H: 500
W: 395 / H: 500

W: 750 / H: 350
W: 500 / H: 350
W: 395 / H: 350
W: 350 / H: 350

W: 750 / H: 250
W: 500 / H: 250
W: 395 / H: 250
W: 350 / H: 250
W: 250 / H: 250
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USM Haller Table
System

The extremely stable chrome
structure forms a simple skeleton
with four legs joining the table
frame. The tabletops are available
in various standard sizes, shapes
and a selection of sixteen surfaces. 

The USM Haller table can be used
for work, conference or dining. 
The timeless design and durability
complement the USM Haller
system. Like the furniture system,
the table or table combinations
can be custom configured with
various accessories for optimal
efficiency and function.
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USM Haller Table
Measurements

The USM Haller table is available 
in four standard shapes and in 
vari ous sizes and tabletop
 surfaces. Rectangular tables are
available with a ma nual height-
adjustable option with a remo vable
handle. The table can be raised
con tinuously from 680 to 860 mm. 
All measurements in mm.

1 USM Haller Table 
Rectangular
Available in all USM Haller 
tabletop surfaces (see page 67) 
in the following sizes

L: 2000 / D: 1000 / H: 740
L: 2000 / D: 750 / H: 740
L: 1750 / D: 1000 / H: 740
L: 1750 / D: 750 / H: 740
L: 1500 / D: 1000 / H: 740
L: 1500 / D: 750 / H: 740
L: 1250 / D: 750 / H: 740
L: 1250 / D: 750 / H: 370 

Available only in the USM Haller
tabletop surfaces laminate,
 linoleum and wood (see page 67)
in the following sizes 

L: 3000 / D: 1000 / H: 740
L: 3000 / D: 750 / H: 740

Continuously height-adjustable
H: 680 to 860 mm
Available in all USM Haller 
tabletop surfaces (see page 67)
in the following sizes

L: 2000 / D: 1000
L: 2000 / D: 750 
L: 1750 / D: 1000
L: 1750 / D: 750
L: 1500 / D: 1000 
L: 1500 / D: 750 
L: 1250 / D: 750 

2 USM Haller Table 
Square
Available in all USM Haller
 tabletop surfaces (see page 67) 
in the following sizes

L: 1000 / D: 1000 / H: 740
L: 1000 / D: 1000 / H: 370 
L: 750 / D: 750 / H: 740
L: 750 / D: 750 / H: 370 

3 USM Haller Table 
Trapezoid
Available in the USM Haller
 tabletop surfaces laminate,
 linoleum and wood (see page 67)
in the following sizes

L: 2000 /1040 / D: 1000 / H: 740
L: 1750 / 1040 / D: 750 / H: 740
L: 1750 / 790 / D: 1000 / H: 740
L: 1500 /790 / D: 750 / H: 740 

4 USM Haller Table 
Triangle
Available in the USM Haller 
tabletop surfaces laminate,
 linoleum and wood (see page 67)
in the following sizes

L: 1000/1415 / D: 1000 / H: 740
L: 1000/1000 / D: 1000 / H: 740
L: 750/1060 / D: 750 / H: 740  
L: 750/750 / D: 750 / H: 740

1 2 3 4
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USM Haller Table
Accessories

1 Universal support
Mounts to the table frame 
to hold various accessories.

2 Flat screen swing arm
The flat screen panel attaches
to a universal plate (VESA 
norm) on the swing arm. 
Height-adjustable, rotating 
and pivoting swing arm.

Options 
Basic (2a) – pivoting and tilting
with a fixed height adjustment
Plus (2b) – pivoting and 
tilting with a continuous height
adjustment   

3 CPU holder
Mounts to the table frame. 
Height-adjustable and rotating.  
An adjustable strap ensures 
a secure fit for most standard
CPUs. 

4 Link chain
Holds and directs cables to 
the power source. Flexible and
adjustable to various lengths.

5 Cable guide
Clips to the table leg. 
Holds and directs cables to 
the power source. 

6 Pivoting pen holder
Mounts to the right or left
underside of the table frame.
Pivots discreetly below 
the work surface. 

7 Power strip 
Provides power and data.
Available with a 4 m cable or 
a switch. Mounts to the table
frame, attaches to the storage
system or placed in a cable
duct.  

8 Cable wire basket
Mounts to the underside 
of the work surface.

9 Cable duct
Holds power strips and cables;
the cover can be recessed 
with two top openings. 
Table depth increases to the 
EU norm over 800 mm.

Available in the following 
table lengths
L: 2000
L: 1750
L: 1500
L: 1250
L: 1000
L: 750  
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USM Haller Table
Accessories

1 Front and side panel
A black mesh fabric attaches 
to the front and/or sides under
the table frame. 

Available in the following 
table lengths
L: 2000 
L: 1750 
L: 1500 
L: 1000 
L: 750 

2 Metal privacy panel
Attaches vertically to the front,
sides or middle of the table
frame. Can be used to create
multiple workstations. 

W: 2000 / H: 350
W: 1750 / H: 350
W: 1500 / H: 350
W: 1000 / H: 350
W: 750 / H: 350

3 Lateral privacy panel
Attaches laterally on top
of the table to create multiple
workstations.

L: 1000 / H: 350
L: 750 / H: 350

4 Multilevel shelf
Mounts to the table legs.
Available in pearl gray laminate,
natural beech veneer or black
oak veneer. Available with 
chrome bookends or perforated
metal cable basket. 

Available in the following 
table lengths
L: 2000
L: 1750
L: 1500

50 51
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USM Kitos Table
System

The columns, traverses and 
support tubes are connected with 
a simple column ring that allows
the flexibility to configure precisely
customized workspaces – as a
simple table to a networked, high-
tech workstation or even an 
elegant meeting table. The mini-
malist design is as timeless 
and durable as the high-quality
mate rials and solid construction.

Height adjustment and angled 
surfaces are added options. 
USM Kitos table accessories are
continuously updated to fit 
perfectly with new and changing
technologies.
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USM Kitos Table
Measurements

The USM Kitos table is offered 
in four standard shapes and
 various sizes. Available with a
fixed height or a continuous 
height adjustment option, which
can be adjusted electronically. 
All measurements in mm.

1 USM Kitos Table 
Rectangular
Available in all USM Kitos
 tabletop surfaces (see page 67) 
in the following sizes

L: 1800 / D: 900 / H: 740
L: 1750 / D: 750 / H: 740
L: 1500 / D: 750 / H: 740
L: 900 / D: 750 / H: 740

Continuously height adjustable 
H: 680 to 1300 mm 
Available in all USM Kitos
 tabletop surfaces (see page 67)
or 
H: 700 to 1200 mm 
Available in the USM Kitos
 tabletop surfaces laminate,
 linoleum and wood (see page 67)
in the following sizes 

L: 1800 / D: 900 
L: 1750 / D: 750
L: 1500 / D: 750
L: 900 / D: 750

2 USM Kitos Table 
Square
Available in all USM Kitos
 tabletop surfaces (see page 67) 
in the following sizes

L: 900 / D: 900 / H: 740
L: 900 / D: 750 / H: 740
L: 750 / D: 750 / H: 450

Continuously height adjustable
H: 680 to 1090 mm
Available in the USM Kitos
 tabletop surfaces laminate,
 linoleum and wood (see page 67)
in the following size

L: 750 / D: 750  

3 USM Kitos Table 
Hexagon
Available in all USM Kitos
 tabletop surfaces (see page 67) 
in the following sizes

L: 900 / D: 792 / H: 740
L: 900 / D: 230 / H: 740
L: 750 / D: 792 / H: 740
L: 750 / D: 336 / H: 740

Continuously height adjustable 
H: 680 to 1300 mm 
Available in all USM Kitos
 tabletop surfaces (see page 67)
or 
H: 700 to 1200 mm 
Available in the USM Kitos
 tabletop surfaces laminate,
 linoleum and wood (see page 67)
in the following sizes

L: 900 / D: 792 
L: 900 / D: 230 
L: 750 / D: 792 
L: 750 / D: 336

4 USM Kitos Table 
Round
Available in all USM Kitos
 tabletop surfaces (see page 67) 
in the following sizes 

Ø 1100 / H: 740
Ø 900 / H: 740
Ø 900 / H: 450

Continuously height adjustable
H: 680 to 1090 mm
Available in the USM Kitos
 tabletop surfaces laminate,
 linoleum and wood (see page 67)
in the following size 

Ø 900  

1 2 3 4
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USM Kitos Table
Accessories

1 Universal support
Mounts to the table support or
directly to the tabletop to hold
various accessories.

2 Flat screen swing arm
The flat screen panel attaches
to a universal plate (VESA 
norm) on the swing arm.
Height-adjustable, rotating 
and pivoting swing arm. 

Options 
Basic (2a) – pivoting and tilting
with a fixed height adjustment
Plus (2b) – pivoting and 
tilting with a continuous height
adjustment  

3 CPU holder
Mounts to the table supports. 
Height-adjustable and rotating. 
An adjustable strap ensures 
a secure fit for most standard
CPUs. 

4 Link chain
Holds and directs cables to 
the power source. Flexible and
adjustable to various lengths.

5 Ergo strip
Ergonomic attachment 
expands the work surface 
from 750 mm to the 
EU standard over 800 mm.

6 Pivoting pen holder
Mounts under the table 
surface. Extends out from
below the work surface. 

7 Power strip 
Provides power and data.
Available with a 4 m cable or 
a switch. Mounts to the table
frame, attaches to the storage
system or placed in a cable
duct. 

8 Cable wire basket
Mounts to the underside 
of the work surface.

9 Cable duct
Holds power strips and cables;
the cover can be recessed 
with two top openings. 
Expands the table depth to the 
EU standard over 800 mm.

Available in the following 
table lengths
L: 1750
L: 1500
L: 1000
L: 900
L: 750

56 57

















<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 25%)
  /CalRGBProfile (Adobe RGB \0501998\051)
  /CalCMYKProfile (Japan Web Coated \050Ad\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends false
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage false
  /PreserveEPSInfo false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
    /Arial
    /Helvetica
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 100
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 100
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check true
  /PDFXCompliantPDFOnly true
  /PDFXNoTrimBoxError false
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (POL_ZTR_ISOwebcoated)
  /PDFXOutputCondition (POL-GFA 300%)
  /PDFXRegistryName (http://www.printonline.ch)
  /PDFXTrapped /False

  /Description <<
    /ENU (Use these settings to report on PDF/X-3 compliance and produce PDF documents only if compliant. PDF/X is an ISO standard for graphic content exchange. For more information on creating PDF/X-3 compliant PDF documents, please refer to the Acrobat User Guide. The PDF documents can be opened with Acrobat and Reader 4.0 and later.)
    /FRA <>
    /JPN <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /DEU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.276 841.890]
>> setpagedevice


